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3.01 | EF | EVEN FLOW VORSILO

EF Even Flow Vorsilo

Best. Verwendung Geeignet als Zwischenspeicher für die schonende Übergabe von Gemüse

Produkte Kartoffeln, Karotten, Zwiebeln und ähnliche Produkte

Beschreibung Das Vorsilo gleicht die Höhenunterschiede zwischen dem Transportsystem und der Befüllung 

der Wiegemaschine oder dem Qualitätssortierer aus. Die Durchlaufleistung der Wiegemaschine  

oder des Qualitätssortierers wird erhöht und die Maschine arbeitet effizienter. Die Auf- und 

Abwärtsbewegungen des Bandes werden beim Füllen mittels zweier Fotozellen geregelt.  

Verschiedene Größen für unterschiedliche Produkte und Kapazitäten erhältlich. 

Serienausstattung Technische Daten

• Solide Rahmenkonstruktion aus rostfreiem Stahl 

• PVC Transportband 

• Sensorsteuerung durch Fotozellen

• Aufsteckgetriebemotor mit Lebensmittelöl 

• Schaltschrank aus rostfreiem Stahl 

• Sicher für den Benutzer	, CE konform 

• HACCP standard

Zubehör

• Maschinenuntergestell aus rostfreiem Stahl

• SEW Motor gefüllt mit Lebensmittelöl

• Maschinengewicht: Modellabhängig

• Breite (B): 1000, 1300, 1600 mm

• Länge (L): 1600, 1900, 2500, 5000 mm

• Höhe (H):  Anlagenabhängig

• Elektrischer Anschluß: 230/400 V+N+PE, 50 Hz

• Stromverbrauch: 2.0 kW

• Annahmevolumen: bis zu 800 kg

• Kapazität: bis zu 30.0 t/h
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3.01 | EF | EVEN FLOW HOPPER

EF Even Flow Hopper

Intended use Suitable as a buffer for the gentle transfer of vegetables

Products Potatoes, carrots, onions and similar products

Description The hopper compensates the height differences between the transport system and the  

filling of the weighing machine or quality grader. The throughput of the weighing machine or  

the quality grader is increased and the engine is operating efficiently. As early as the end  

product transfer by controlling the upward and downward movements of the tape controlled 

by two photocells. Different sizes for different products and capabilities available.

Standard equipment Specifications

• Stainless steel construction 

• PVC transport belt 

• Sensor controlled by product height 

• Gear motor 

• Electric cabinet 

• Safe for users, CE compliant 

• HACCP standard

Options

• Floor frame made of stainless steel

• SEW motor filled with food grade oil

• Machine weight: depending on the model

• Width (B): 1000, 1300, 1600 mm

• Length (L): 1600, 1900, 2500, 5000 mm

• Height (H): depending on plant

• Power supply: 230/400 VAC+N+PE, 50 Hz

• Electrical consumption: 2.0 kW 

• Receiving capacity: up to 800 kg

• Capacity: up to 30.0 t/h


